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VertigeTM - Ref. VRC300

VRC300-30/07/2014

Premium Remote Controller for Large Events/Multi-venues

  New user-friendly Remote Console
 New concept for managing the layers by sliders 
 Fast management of layers and presets
 Virtually unlimited devices and screens
 Plenty of contextual buttons
 Advanced features for events
  Large 16/9 TFT color touch screen for preview of snapshots and 

configurations

Vertige™ at a glance Key features
  User Controls 

• TFT touch screen, 15.6” (39.62 cm) 
• 6 Sliders for FX (Transition) and Master Alpha mode 
• 46 contextual buttons  
• 69 direct buttons 
• 11 knobs for adjustment 
• T-Bar for smooth manually controlled transitions 
• Joystick for easy and fast set up of image or effect parameters

 ASC4806: Ascender 48
 ASC3204: Ascender 32 
 SMX12x4: SmartMatriX Ultra
 NXT1604: NeXtage 16
 EKS550: Eikos²*
 SPX450: Saphyr*

To control the following Seamless Switchers
 PLS350-3G: Pulse²*
 PLS350: Pulse²*
 QVU150-3G: QuickVu*
 QVU150: QuickVu* 
 QMX150: QuickMatriX*
 SMX250: SmartMatriX2*

  Connectors 
• 2 x RJ45 for TCP/IP Ethernet connection 
• 4 x rear USB port 
• 1 front USB port 
• Auxiliary VGA connector (non-applicable) 
• Auxiliary HDMI connector (non-applicable) 
• 2 x Maintenance port

* The Quick Start Guide and the User 
Manual are also available on

 www.analogway.com

All technical specifications are available on our website

Dimensions:
 D 20.0’’ x W 29.2’’ x H 7.9’’
 D 510 mm x W 740 mm x H 200 mm

Weight:
 15 kg
  33 lbs

Specifications subject to change without prior notice

Supplied with:
 2 x Power Supply Cord
  1 x Quick Start Guide*
 1 x  User Manual*

Warranty:
3-year warranty on parts and labor back to factory.

Power Supply:
  Dual Internal, universal, automatic 100-240 

VAC; 50/60 Hz, 2.5A (90W) (UL, CSA, GS, CE) 
On/Off power switch

 Fuse (Cartridge 5x20 4A Fast 250VAC)

*Available in first semester 2015


